
WBP-212HD
Dual channel Wireless beltpack

WBP-210HD/WBP-212HD  
Specifications:
Battery: 3,6V Li-ion battery. 14 Hours autonomy;  
4 hours full charge time.
Range: 50-300m around base station.
Headset connectors: Standard size XLR-4M and 
“miniature” XLR-4M.
“CALL” indicators: Luminous, acoustic (buzzer) and 
vibration.
Dimensions/weight: 145x93x35 mm/ 350 gr Net 
(including battery).

WBP-210HD and WBP-212HD beltpacks have been specifically designed to offer great performance in the most demanding 
applications, such as live music festivals, TV ENG, outdoor cinema shots and other outdoor applications requiring maximum 
reliability and resistance. EXTREME Series beltpacks feature additional functions to ease their use in stressful working conditions:

Standard size 4 pin XLR headset connector for higher durability, long life Li-Ion battery, secondary battery socket, “keyboard 
lock” function to prevent undesired actuation of the keys, bigger illuminated keys and many more.

Presets information, remaining battery time, coverage, and other valuable information can be easily checked using a handy 
colour screen. EXTREME Series and Compact Series beltpacks can be registered together to the same base station. 

As an exclusive function, these beltpacks can 
operate in “TWIN MODE”, which means that two 
beltpacks can be wirelessly connected one to each 
other without the need of a base station.

On top of all this, EXTREME Series beltpacks are 
now equipped with a built-in Bluetooth ® interface, 
allowing the operator to use wireless BT headsets.

Other specifications are common to all ALTAIR 
wireless beltpacks: internal diversity antennas, high 
listening level, maximum number of beltpacks per 
base station, range, etc.

Occasionally, WBP-212HD beltpack can be registered as a single channel beltpack (when used along with an “HD” base station 
and with limited compatibility).

Finally, EXTREME Series beltpacks can be ordered on demand with a built-in beacon light to help users notice incoming calls 
even in the loudest environments (WBP-210HD FL and WBP-212HD FL models, see next page).

 

WBP-210HD
Single channel Wireless beltpack

WBP-210HD Key features
• �Compatibility: WBS-200HD, WBS-202HD, WBS-200 & WBS-202 base 

stations. 
• Rugged case design. Rubber corners. 
• Internal diversity antennas. 
• Bluetooth connectivity. 
• �Battery life (main battery): up to 14 hours in conversation mode. 
• �Secondary battery: 1 x alkaline AA adds up to 4 hours extra operation time. 
• “Mic” and “Volume” keys on upper panel. 
• USB connector for charge and firmware updates. 
• Battery charger: WBPC-210 (sold separately). 
• �Phantom power for headsets equipped with electret microphone.

WBP-212HD Special features
• �Compatibility: WBS-202HD & WBS-202 base 

stations. 
• �Dual channel wireless beltpack. 
• Designed according to managers requirements. 
•� �Separate “A/B” or combined “A+B” channel 

listening. 
• “Talk” button selection per channel: A, B or A+B 
• �“Mic” and “Channel Selection” keys on upper 

panel. 
• �Stage announcement function to send messages 

to the P.A. system.

EXTREME series beltpacks

TWIN MODE

® ®

Wireless Intercom  7




