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SP® 2
The upper-mid and high frequencies 
on this enclosure are handled by the 
RX22™ titanium driver—ferrofluid 
cooled for maximum performance—
while a 15” Peavey Black Widow® 
speaker with a field-replaceable basket 
handles the low frequencies. Features 
a frequency response of 54 Hz to 17 
kHz with peak power handling of 2,000 
watts and bi-amp inputs.

SP® 3
This three-way, full-range loudspeaker 
enclosure uses our patented 
Radialinear Planar Phase Correction 
System™ on a 6.5” Pro mid-range, 
and patented Quadratic Throat 
Waveguide™ technology on the mid 
and Black Widow®  high frequency 
driver for clear sound reproduction. 
Also features a 15” Black Widow® and 
RX22™ ferrofluid-cooled compression 
driver, with a peak power handling of 
2,400 watts and bi-amp inputs.

SP® 4
With an ingenious quasi 3-way design 
that improves low-end performance 
and produces clear sound in the high 
frequency range, the SP 4 has two 
15” Peavey Black Widow® speakers 
capable of handling up to 4,000 watts 
peak power. An efficient crossover 
directs low frequencies to both 
woofers while limiting mid-range 
frequencies to the top woofer only. 
Upper-mid and high frequencies are 
handled by an RX22™ ferrofluid-
cooled titanium driver.

SP® 5
Featuring a 15” Scorpion® Plus 
woofer with field-replaceable basket, 
the SP 5 delivers plenty of bottom 
end while exclusive Quadratic Throat 
Waveguide™ technology dramatically 
reduces horn distortion, resulting in 
clean, crisp sound reproduction. This 
two-way, full-range enclosure will 
easily handle 800 watts of program 
power and peaks up to 1,600 watts.

SP® FH
This 2 x 18” Pro Rider®-equipped, folded-horn subwoofer 
is popular with large-production sound systems due to its 
incredibly deep bass response, very low distortion and up to 
4,800 watts of peak power handling.
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A live sound standard for more than three decades, the new SP Series enclosures feature all of the proven technologies that have established this 
line as one of the industry’s most enduringly popular and reliable speaker lines—now featuring the durable new Hammertex™ covering and a newly 
redesigned exterior.

Peavey SP enclosures feature patented asymmetrical Quadratic Throat Waveguide™ technology for pristine, precise sound; Black Widow® 
loudspeakers with Kevlar®-impregnated cones; 4” flat-wound voice coils; exclusive field-replaceable baskets; and titanium compression drivers with 
ferrofluid cooling.

Asymmetrical Quadratic Throat 
Waveguide™ horns aim their 
coverage patterns 10° upward 
and 30° downward—directing 
sound to your audience, not 
over their heads.

1 Remove the three screws 
from the speaker’s magnet 
structure.

2 Lift the magnet structure 
off of the basket frame.

3 Clean the voice coil gap 
with a piece of masking 
tape, folded with the sticky 
side out.

4 Lower the magnet 
structure onto the new 
basket assembly. Align the 
screws and tighten.

Field-Replaceable 
Speaker Baskets
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SP® Series
Thirty years strong, our famous SP® enclosures are louder than ever. Innovation. Amplified.




