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THEATRICAL LIGHTING

ACENTO PROFILE ZOOM 1000w/1200w 8/22°

Model 50-22

SUPPLIED WITH:

-  Color  f rame
- Four beam shut ters
-  Gobo holder
-  Quick access for  lamp 
replacement

-  Double microswi tch inter lock for  safe 
re lamping
- Easy access for  lens c leaning
- GY9.5 lampholder
-  1 .5m power supply cable

-  Double condenser lenses

-  Glass ref lector

-  Throw 20mts

-  Beam angle 8°  -  22°

LAMPS

LIFE COD. ANSI COD. W V BASE

T19 / T11

CP/70

T29

CP/90

Q1000T8/CL

FWP / FWR

FVA

FWS / FWT

GE 29331

230

230

230

230

120

Gx9.5

Gx9.5

Gx9.5

Gx9.5

Gx9.5

1000

1000

1200

1200

1000

Flood 
Beam Angle 

Narrow
Beam Angle

6

4300
ø 2.3m

8500
ø 0.8m 4800

ø 1.1m 3000
ø 1.4m 2150

ø 1.7m 1570
ø 2.0m 1200

ø 2.2m 950
ø 2.5m 770

ø 2.8m

2400
ø 3.1m

1500
ø 3.9m

1070
ø 4.7m

790
ø 5.4m

600
ø 6.2m

470
ø 7.0m

380
ø 7.8m

Distance (mts.)

Lux
ø Beam

Lux
ø Beam

8 10 12 14 16 18 20

PHOTOMETRIC DATA

ACCESSORIES
Acento Profile

45-42 00-54 Diaphragm

ACENTO PROFILE ZOOM 
1000w/1200w 8/22°

L

W

H

860mm. (33.86“)

320mm. (12.60“)

440mm. (17.32“)

14.3kg. (31.52 Lbs.)

400x400x1000mm. (15.75“x15.75“x39.37“)

Kg.
L W

H

-  These equipments comply wi th a l l  appl icable European 

di rect ives and safety s tandards


