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CX-3B: 512CH DMX Console

CX-404/ CX-604/ CX-804/ CX-1204: 4/6/8/12 CH DMX Console

Features
    1000 scenes.
    12 hot keys for scene recall.
    Save 512 groups of chasers, each chaser contains 256 steps.
    2 cross-fade for scene change. 
    Audio control available.
Specifications
    Power: DC 12V/ 1A
    Protocol: DMX-512
    Digital signal connector: XLR 3-pin/ XLR-5pin
    Dimension: 482(W) x 64(H) x 176(D)mm
    Weight: 4Kg

Features 
    4/6/8/12 scenes.
    Chaser function: 1). Channel chase    2.) Scene chase
                               3). Speed control      4.) Flash/fader
    Audio input.
Specifications
    Power: DC12V/ 1A
    Protocol: DMX-512
    Digital signal connector: XLR 3-pin/ XLR-5pin/ RJ-12
    Dimension: 
        CX-604/ CX-404: 200(W) x 53(H) x 186(D)mm
        CX-804: 273(W) x 53(H) x 186(D)mm
        CX-1204: 380(W) x 53(H) x 186(D)mm
    Weight: 
        CX-604/ CX-404: 1Kg
        CX-804: 1.5Kg
        CX-1204: 2Kg
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CX-404                            CX-604 

CX-804                                             CX-1204

CX-5: DMX Intelligent Light Controller
Features
    Controls up to 12 fixtures (or fixture groups), each with 14 channels.
    High compatibility with any DMX intelligent light.
    300 scenes/ 50 chasers/ 50 macros.
    12 individual hot keys for Scene/ Chase/ Macro.
    MIDI control available.
    Audio control available.
Specifications 
    Power: DC 9V/ 1A
    Protocol: DMX-512
    Digital signal connector: XLR 3-pin/ XLR-5pin
    Dimension: 482(W) x 75(H) x 176(D)mm
    Weight: 3Kg
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Stage Lighting Control System


