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EU™ 112
Based on an exclusive new 12” loudspeaker engineered 
with dual voice coils and a neodymium magnet design, 
the EU 112 supplies the highest level of performance with 
exceptionally low weight—up to 2,000 watts peak power 
handling in a 39 lb. enclosure. Also includes the RX™22 
titanium compression driver and patented asymmetrical 
Quadratic Throat Waveguide™ technology to ensure pristine, 
precise sound reproduction.

EU™ 115
Housed in an ultra-light, nine-ply enclosure and protected 
by Hammer Head™ coating, the EU 115 is designed for 
durability. A 15” loudspeaker with dual voice coils and 
a neodymium design, coupled with an RX™22 titanium 
compression driver, is at the core of this full-range, 2,000-
watt peak power enclosure. In addition to convenient side 
handles, both the EU 115 and EU 112 include built-in stand 
mounts that make it easy to mount to a Euro 218 Sub.

EU 218 Sub
The Peavey EU 218 Sub achieves astounding 
performance, compact size and light weight through a 
pair of 18” neodymium-loaded loudspeakers arranged in a 
vented, isobaric chamber. For a subwoofer that produces 
massive low-end performance in a smaller enclosure than 
a typical 1x18 sub, and up to 3,000 watts peak power 
handling, look no fur ther!
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EU™ Enclosures
High-grade, lightweight pro loudspeakers with ultra-high power handling.

Neodymium designs 
make the EU™ Series 
highly efficient.




