
EU™ 112

OVERVIEW

Based on an exclusive new 12" loudspeaker engineered with dual voice coils and neodymium
magnet design, the EU 112 supplies the highest level of performance iwth exceptionally low
weight - up to 2,000 watts peak power handling in a 39 lb. enclosure. Also includes the RX™ 22
titanium compression driver and patented asymmetrical Quadratic Throat Waveguide™
technology to ensure pristine, precise sound reproduction. 

FEATURES

- RX™22 compression driver with ferrofluid cooling
- 800 W program, 1600 W peak
- Patented Quadratic Throat Waveguide™ technology
- Asymmetrical horn directs the sound down to the audience
- 12" Neo Scorpion® dual voice coil woofer
- Sound Guard™ III tweeter protection
- Full range inputs are two Neutrik® Speakon® 4-pin jacks
- Trapezoidal ultra-light plywood enclosure
- Durable HammerHead™ finish
- Stand-mount adapter



- Durable HammerHead™ finish
- Stand-mount adapter
- Monitor use with angled side/rear panel
- Weight Unpacked: 39.00 lb(17.69 kg)
- Weight Packed: 45.00 lb(20.412 kg)
- Width Packed: 18.625"(47.3075 cm)
- Height Packed: 25.5"(64.77 cm)
- Depth Packed: 17.375"(44.1325 cm)


